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Part No. Description 

ACE-A627A-RS-R11 270W AC-DC 1U flex ATX Power Supply, with PFC/
ErP, meet 80 PLUS

Input Type 90~264 VAC Full Range

Output Voltage
+3.3 V +5 V +12 V +12 V 2 -12 V +5 Vsb

16 A
(0.5 A min.)

18 A
(0.5 A min.)

16 A
(1 A min.)

10 A
(1 A min.)

0.8 A
(0 A min.)

2.5 A
(0 A min.)

Efficiency 80%

Temperature Operating: 0°C ~ 50°C, Storage: -20°C ~ 80°C

MTBF (hrs) 100,000 hr

Output Connector 20-pin ATX, 4-pin 12 V, FDD and three HDD

Dimensions 150 x 81.5 x 40.5 (mm) 

CB

PFC

1U AC Input ATX Type

Ordering Information

Dimensions (Unit: mm)

270 W 1U Type ATX Power Supply 270WACE-A627A

Specifications

Input Type 90 ~ 265 VAC Full Range

Output Voltage
+3.3 V +5 V +12 V -5 V -12 V +5 Vsb

16.8 A
(0.3 A min)

12 A
(0.5 A min)

12 A
(1.5 A min) 0.8 A 2 A

Efficiency 68%

Temperature Operating: 0°C ~ 50°C, Storage: -20°C ~ 80°C

MTBF (hrs) 100,000

Output Connector 20-pin ATX, 4-pin 12 V CPU, 2 x FDD, 3 x HDD

Dimensions 190 x 81.5 x 40.5 (mm)

CBPFC

Medical

Part No. Description 

ACE-818APM-RS 180W AC-DC 1U ATX Power Supply with PFC, meets Medical 
standard

180W 1U Type ATX Power Supply ACE-818APM 180W

Ordering Information

Dimensions (Unit: mm)

Specifications
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270 W 1U Type ATX Power Supply 

Input Voltage 90~264 VAC Full Range

Frequency 47~63Hz

Input Current 4A (RMS)@115VAC, 2A (RMS)@230VAC

Inrush Current 50A max for 115VAC 
100A max for 230VAC

Output Voltage Min. load Max. load Ripple & Noise

+3.3V 0.3A 14.0A 50mV

+5V 0.3A 16.0A 50mV

+12V1 0.5A 16.0A 120mV

+12V2 0.5A 16.0A 120mV

-12V 0A 0.5A 120mV

+5VSB 0A 3.0A 50mV

-5V 0A 0.3A 100mV

The +3.3V and +5V total output shall not exceed 110 watts.

Total output for this subject power supply is 250 watts.

Over Voltage 
Protection

+3.3V: 3.5V-4.8V 
+5V: 5.5V-7V 
+12V1 ~ +12V2: 13.4V-16V

Short Circuit 
Protection +3.3V, +5V, +12V shutdown and latch off

General 
Specifications

Watt 250W

PFC Active

Hold-up Time 17 ms Min.

Efficiency 85%

MTBF 100000 hours

Temperature Operating: -5°C ~ 50°C 
Storage: -20°C ~ 80°C

Dimensions 100 x 190 x 40 (mm)

Output 
Connector

20+4-pin ATX, 4-pin 12V, 4 x HDD,  
2 x SATA,1 x FDD

Part No. Description

ACE-A225A-R11 250W AC-DC 1U ATX Power Supply with ErP, Meet 80 PLUS 
(Bronze)

PFC

CB

1U 250 Watts ATX Power Supply with ErPACE-A225A
Specifications

Ordering Information

Dimensions (Unit: mm)

250W
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Input Type 90~264 VAC Full Range

Output Voltage
+3.3 V +5 V +12 V -12 V +5 Vsb

14 A
 (0.3 A min.)

16 A
(0.3 A min.)

14 A
(1.5 A min.)

0.5 A
(0 A min.)

2.0 A
(0 A min.)

Efficiency 68%

Temperature Operating: 0°C ~ 50°C, Storage: -20°C ~ 80°C

MTBF (hrs) 100,000 hr

Output Connector 1 x 20-pin ATX, 1 x 4-pin 12V CPU, 3 x HDD, 1 x FDD

Dimensions 150 x 81.5 x 40.5 (mm) 

Part No. Description 

ACE-A618A-RS-R11 180WAC-DC 1U flex ATX Power Supply, with PFC/ErP

PFC CB

180W 1U Type ATX Power Supply ACE-A618A 180W

Ordering Information

Dimensions (Unit: mm)

Specifications

Part No. Description 

ACE-A622A-RS-R11 220W AC-DC 1U flex ATX Power Supply, with PFC/
ErP, meet 80 PLUS

CB

PFC

Ordering Information

Dimensions (Unit: mm)

Input Type 90~264 VAC Full Range

Output Voltage
+3.3 V +5 V +12 V +12 V 2 -12 V +5 Vsb

14 A
(0.5 A min.)

16 A
(0.5 A min.)

16 A
(1 A min.)

10 A
(1 A min.)

0.8 A
(0 A min.)

2.5 A
(0 A min.)

Efficiency 80%

Temperature Operating: 0°C ~ 50°C, Storage: -20°C ~ 80°C

MTBF (hrs) 100,000 hr

Output Connector 20-pin ATX, 4-pin 12 V, three HDD and one FDD

Dimensions 150 x 81.5 x 40.5 (mm) 

220W 1U Type ATX Power Supply ACE-A622A 220W

Specifications
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PFC

Input Type 90~264 VAC Full Range

Output Voltage
+3.3 V +5 V +12 V -12 V +5 Vsb

10 A
(0.3 A min.)

13 A
(0.3 A min.)

10 A
(1 A min.)

0.5 A
(0 A min.)

2.0 A
(0 A min.)

Efficiency 68%

Temperature Operating: 0°C ~ 50°C, Storage: -20°C ~ 80°C

MTBF (hrs) 100,000 hr

Output Connector 20-pin ATX, 4-pin 12 V CPU, FDD, 3 x HDD

Dimensions 150 x 81.5 x 40.5 (mm) 

C B

Part No. Description 

ACE-A615A-RS-R11 150W AC-DC 1U flex ATX Power Supply, with PFC/ErP

Input Type 90 ~ 264VAC Full Range (ACE-916AP)

Output Voltage
+5V +12V -5V -12V +24V

16A 
(1A min)

6A 
(0.5A min) 0.3A

Efficiency 68%

Temperature 0°C ~ 50°C (Operating), -20°C ~ 80°C (Storage)

MTBF (hrs) 100,000

Output Connector P8P9, FDD, 3 x HDD

Dimensions 150 x 81.5 x 40.5 mm

Part No. Description 

ACE-916AP-RS 150W AC-DC AT Power Supply, with PFC

PFC C B

150W 1U Type ATX Power Supply ACE-A615A 150W

1U AC Input AT Type
150W 1U Type AT Power Supply ACE-916AP 150W

Ordering Information

Dimensions (Unit: mm)

Specifications

Ordering Information

Dimensions (Unit: mm)

Specifications
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Input Type 85 ~ 264VAC Full Range

Output Voltage
+5V +12V -5V -12V +24V

1.7A

Efficiency 70%

Temperature Operating: -20°C ~ 70°C (50°C ~ 70°C derating curve) 
Storage: -40°C ~ 85°C

MTBF (hrs) 370,000

Output Connector N/A

Dimensions 161 x 100 x 40 mm

PFC

Part No. Description 

ACE-540A-RS 40W AC-DC AT Power Supply, only output +24V

Option 1 Embedded Solution Option 2 ATX Backplane 
Solution

PN: CB-716EB-RS 
30 cm DC cable to CPU 
card with 4-pin 12 V CPU, 
HDD and SATA connectors

PN: CB-716BP-RS 
30 cm DC cable to 
backplane with 20-pin 
ATX, HDD, SATA and HDD 
connectors

Option 3 AT P8P9 Backplane 
Solution

Option 4 AT P8P9 Backplane 
Solution

PN: CB-716P8P9-RS 
30 cm DC cable AT power 
to P8P9 with HDD and 
SATA connectors

PN: CB-643EC-RS 
20 cm AC input cable with 
I/O connector and fuse

Part No. Description 

ACE-716A-RS 150W AC-DC AT Power Supply

ACE-716AP-RS 150W AC-DC AT Power Supply, with PFC

Input Type 85 ~ 135VAC, 180 ~ 265VAC Auto Range (ACE-716A) 
85 ~ 265VAC Full Range (ACE-716AP)

Output Voltage
+5V +12V -5V -12V

18A (1A min) 4A 0.5A 1A

Efficiency 75%

Temperature Operating: -20°C ~ 70°C (50°C ~ 70°C derating curve) 
Storage: -20°C ~ 85°C

MTBF (hrs) 149,000

Output Connector Optional cable

Dimensions 198 x 97 x 40.5 mm

150W 1U Type AT Power Supply ACE-716A/AP 150W

Ordering Information

Dimensions (Unit: mm)

Specifications

40W AC-DC AT Power SupplyACE-540A 40W

Specifications

Dimensions (Unit: mm)

Ordering Information
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Input Type 19 ~ -32VDC

Output Voltage +3.3V +5V +12V -5V -12V +5Vsb

ACE-717CX 6A 8A (1A min) 8A (1A min) 0.5A 1A

Efficiency 75%

Temperature Operating: 0°C ~ 70°C (can be started up at -20°C) 
Storage: -40°C ~ 75°C

MTBF (hrs) 100,000

Output Connector 5VSB & PS_ON cable

Dimensions 198 x 97 x 39 mm

+5Vsb & PS On cable

Option 1 Embedded Solution Option 2 ATX Backplane Solution

PN: CB-643EB-RS 
30 cm DC cable to CPU card with 4-pin 12 V CPU, HDD 
and SATA connectors

PN: CB-717BP-RS 
30 cm DC cable for ACE-715VX/717CX power to 
backplane, with 20-pin ATX, HDD and SATA connector

CB

Part No. Description 

ACE-717CX-RS 170W 24V DC input ATX Power Supply

100%

85%
95%

75%

5045 60 70

Pout

Temp. ºC

Input Type 19 ~ 36VDC

Input Current 30A (RMS) @ 24VDC

Output Voltage

+3.3V +5V +12V -5V -12V +5Vsb

20A 25A (3A min) 22A (1A min) 0.8A 1A 1.5A

*+3.3V, +5V, total current not exceed 180W 
*+3.3V, +5V, +12V total current not exceed 296W

Overvoltage 
Protection +5V output 5.74V ~ 7.0V, +12V output 13.4V ~ 15.6V

Efficiency 70%

Temperature 0°C ~ 50°C (Operating), -20°C ~ 80°C (Storage)

Relative Humidity 10% ~ 90% RH non-condensing

MTBF (hrs) 100,000

Output Connector 20+4-pin ATX, 4-pin 12 V CPU, 5 V (P10), 2 x SATA, 3 x HDD

Dimensions 220 x 100 x 40.5 mm

Part No. Description 

ACE-830CU1-RS-R20 300W 24V DC input 1U ATX Power Supply

CB

300 W 24V DC input 1U ATX Power SupplyACE-830CU1

1U ATX 24V DC InputACE-717CX

300W

170W

Ordering Information

Dimensions (Unit: mm)Specifications

Specifications

Dimensions (Unit: mm)

Ordering Information

1U DC Input ATX Type
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High power capacity 200W in 1U size!!
Meets ATX revision 2.0 with 20+4-pin ATX power and SATAn

20+4 pin-ATX 
power connector

PICMG1.3 Form Factor 
Backplane PE-10S/6S

PICMG1.0 Form Factor Backplane

1. High efficiency
2. Low ripple & noise
3. Output overvoltage protection
4. Short circuit protection on all output
5. 100% burn-in under high ambient temperature (50°C)
6. Vacuum-impregnated transformer
7. MTBF: 100K hours at 25°C
8. 100% Hi-pot tested
9. Line input fuse protection

Part No. Description 

ACE-4520C-RS 200W 24 V DC input 1U ATX Power Supply

Input

Voltage 18 ~ 36 VDC Input

Input Current 15 A(RMS) @ -24 VDC

Inrush Current 100 A Max for -24 VDC

Output

Voltage Min. Load Max. Load Ripple & Noise

+5 V 1 A 12 A 50 mV P-P

+12 V 0.5 A 15.4 A 120 mV P-P

-12 V 0 A 0.5 A 120 mV P-P

+3.3 V 0 A 12 A 50 mV P-P

+5 Vsb 0 A 2 A 50 mV P-P

+3.3V, +5V, +12V total current not exceed 184W

Overvoltage 
Protection

+5 V output 5.7 V ~ 6.5 V

+12 V output 13.1 V ~ 14.5 V

+3.3 V output 3.7 V ~ 4.1 V

Over Circuit 
Protection

+5 V output 13.2 V ~ 18 V

+12 V output 17.6 V ~ 24 V

+3.3 V output 13.2 V ~ 18 V

Short Circuit 
Protection +3.3 V, +5 V, +12 V Shut down and latch off

General 
Specifications

Output Rise Time 20 ms Max.

Efficiency 78%

MTBF 100,000 hours on max load at +25°C

Temperature
Operating: 0°C ~ 50°C

Storage: -20°C ~ 80°C

Relative Humidity 5% ~ 95% RH non-condensing

Output Connector 20+4-pin ATX, 4-pin 12 V CPU, FDD, SATA, 
2 x HDD

CB

200 W 24V DC input 1U ATX Power Supply ACE-4520C 

Specifications

Ordering Information

Features

Dimensions (Unit: mm)

200W
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Input Type 90~264 VAC Full Range

Output Voltage
+12 V +24 V

15.0 A (1.0 A min.) 3 A (0.0A min.) peak load 8 A 

Efficiency 80%

Temperature Operating: 0°C ~ 50°C
Storage: -20°C ~ 80°C

MTBF (hrs) 100,000

Output Connector
1 x 5-pin molex 39-01-2100
1 x 4-pin power mini-DIN for +12 VC
1 x 3-pin power mini-DIN for +24 VDC

Dimensions 140 x 150 x 86 (mm)

Part No. Description

ACE-D825A-RS 252W Flex power supply

ACE-D825A-H-RS 252W Flex power supply, with rubber sleeve

Pin 1 2 3 4 5 6 7 8 9 10

COM COM COM COM +24V
+24Vs

+12V
+12Vs +12V +12V +12V +24V

ACE-D825A-H: 
Rubber sleeve exterior ideal for 
desktop applications, such as 
AC-DC power adaptor.

252 W Flex Power SupplyACE-D825A 252W

Ordering Information

Dimensions (Unit: mm)

Specifications

■ Output Pin Definitions

ACE-D825A

Input Type 19 ~ 30 VDC

Output Voltage
+5 V +12 V -5 V -12 V +24 V

18 A (2 A min) 4 A 0.5 A 1 A

Efficiency 70%

Temperature Operating: -20°C ~ 70°C (50°C ~ 70°C derating curve)
Storage: -20°C ~ 85°C

MTBF (hrs) 210,000

Output Connector Optional Cable

Dimensions 198 x 97 x 40.5 mm

Output terminal block connectors
Pin 1, 2 Pin 3, 4 Pin 5 Pin 6 Pin7 Pin8

5 V GND -5 V -12 V GND +12 V

Option 1 Embedded Solution Option 2 ATX Backplane Solution Option 3 AT P8P9 Backplane Solution

PN: CB-716EB-RS 
30 cm DC cable to CPU card 
with 4-pin 12 V CPU, HDD 
and SATA connectors

PN: CB-716BP-RS 
30 cm DC cable to backplane with 
20-pin ATX, HDD, SATA and HDD 
connectors

PN: CB-716P8P9-RS 
30 cm DC cable AT power to P8P9 
with HDD and SATA connectors

Part No. Description 

ACE-716C-RS 150 W 24 V DC input AT Power Supply

150 W 24V DC input AT Power SupplyACE-716C 150W

2U AC Input ATX Type

Dimensions (Unit: mm)

Ordering Information
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Part No. Description

ACE-723A-RS 200W AC-DC AT Power Supply

ACE-723B-RS 200W AC-DC AT Power Supply, with +24V output

Input Type 85 ~ 135 VAC, 180 ~ 265 VAC Auto Range

Output Voltage +5 V +12 V -5 V -12 V +24 V

ACE-723A 22 A (3 A min) 6 A 1 A 1 A

ACE-723B 21 A (3 A min) 5 A 1 A 1 A

Efficiency 75%

Temperature Operating: -20°C ~ 70°C (40°C ~ 70°C derating curve)
Storage: -20°C ~ 85°C

MTBF (hrs) 150,000 (ACE-723A), 148,000 (ACE-723B)

Output Connector Optional Cable

Dimensions 203 x 112 x 51 (mm)

Option 1 Embedded Solution Option 3 AT P8P9 Backplane Solution

PN: CB-716EB-RS 
30 cm DC cable to CPU card with 4-pin 12 V CPU, 
HDD and SATA connectors

PN: CB-716P8P9-RS 
30 cm DC cable AT power to P8P9 with HDD and 
SATA connectors

Option 2 Embedded Solution Option 4 AT P8P9 Backplane Solution

PN: CB-716EB-RS 
30 cm DC cable to CPU card with 4-pin 12 V CPU, 
HDD and SATA connectors

PN: CB-643EC-RS 
20 cm AC input cable with I/O connector and fuse

200 W AC-DC AT Power SupplyACE-723A/B 200W
Dimensions (Unit: mm)

Ordering Information

Temp.

Part No. Description

ACE-723C-RS 200W 24V DC input AT Power Supply

Option 1 Embedded Solution

PN: CB-716EB-RS 
30 cm DC cable to CPU card with 4-pin 12 V CPU, HDD and SATA connectors

Option 2 ATX Backplane Solution

PN: CB-716BP-RS 
30 cm DC cable to backplane with 20-pin ATX, HDD, SATA and HDD connectors

Option 3 AT P8P9 Backplane Solution

PN: CB-716P8P9-RS 
30 cm DC cable AT power to P8P9 with HDD and SATA connectors

Input Voltage 19 ~ 30 VDC

Input Current 16 A (RMS) for 24 VDC

Output Voltage

Voltage Min. load Max. load Ripple & Noise

+5 V 3 A 22 A 100 mV

+12 V 0 A 6 A 100 mV

-5 V 0 A 1 A 100 mV

-12 V 0 A 1 A 100 mV

Overload 
Protection

+5 V output ±1%,+12 V output ±4%,
-12 V output ±1%,-5 V output ±1%

Temperature Operating: -20°C ~ 70°C (40°C ~ 70°C derating curve) 
Storage: -20°C ~ 85°C

Efficiency 70%

Input Protection Protection against wrong polarity if -48V volts inverse by mistake.

Thermal Protection Thermal protection used build in 110°C ±5°C thermal switch in HS1.

Vibration 10 ~ 55 Hz at 2G 3minutes period, 
30 minutes along X, Y and Z axis.

Impact 10G for 20ms once on each X, Y and Z axis.

MTBF (hrs) 138,000

Dimensions 203 x 112 x 51 (mm)

Output Connector Optional Cable

200W 24V DC input AT Power SupplyACE-723C 200W

Ordering Information

Dimensions (Unit: mm)

2U DC Input AT Type

AC terminal block 
Pin 1 Pin 2 Pin 3

E N L

Output terminal block 
Pin 1, 2 Pin 3, 4 Pin 5

5V GND -5V

Pin 6 Pin 7 Pin 8

-12V GND +12V
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