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SPECIFICATION

MODEL: PMP120-12-S 

1. INPUT SPECIFICATIONS : 

 1.1 Input voltage : 90 to 264VAC 
 1.2 Input frequency : 47 to 63 Hz 
 1.3 Input current : 1.60A (rms) for 115VAC ; 0.8A(rms) for 230VAC. 
 1.4 Inrush current : 60A @ 115VAC or 120A @ 230VAC at 25  cold start 
 1.5 Earth leakage current : 180uA max. @ 264VAC, 63Hz 

2. OUTPUT SPECIFICATIONS: 

 2.1 OUTPUT VOLTAGE/CURRENT RATING CHART:  
Output

Vnom. Imin. Imax. Tol. 
12V 0A 8A 5%

 2.2 Output power : 96W max. 
 2.3 Ripple & noise : 1% peak to peak max. 

    2.4 Overvoltage protection : Provide and set at 112% to 140% of its nominal 
                           output voltage 

 2.5 Overcurrent protection : Protected to short circuit conditions. 
 2.6 Temperature coefficient : ±0.04%/  max. 
 2.7 Transient response : Maximum excursion of 4% or better, recovering to 1%  

                        of final value within 500us after a 25% step load change 

3. ENVIRONMENTAL SPECIFICATIONS: 

 3.1 Operating temperature : 0  to +60
 3.2 Storage temperature : -40  to +85
 3.3 Relative humidity : 5% to 95% non-condensing 
 3.4 Derating : Derate from 100% at +40  linearly to 50% at +60
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4. GENERAL SPECIFICATIONS:

    4.1 Switching frequency : 50 to 110KHz 
 4.2 Efficiency : 85% min. at full load 

    4.3 Hold-up time : 15 ms minimum at 110VAC 
    4.4 Line regulation : ±0.5% maximum at full load 
    4.5 Withstand voltage : 5600VDC from input to output 

                  2100VDC from input to ground 
                  700VDC from output to ground 
                  (To verify AC strength, get correct test method to avoid power  
                   supply damage.) 

    4.6 MTBF : 150,000 hours at full load at 25  ambient temperature, calculated per 
              MIL-HDBK-217F 
    4.7 Safety agency approvals : UL and cUL, The approval included national deviations for 

USA(UL60601-1), Canada (CAN/CSA-C22.2 No.60601-1) 
                            TUV(EN60601-1), For use in equipment that are not 
                            Life-Supporting 
    4.8 Electromagnetic Compatibility : All susceptibility testing are in accordance with the 

procedures given in European Council Directive 
2004/108/EC(Medical Devices 93/42/EEC, 

                                 EN60601-1-2/EN55011).  
                                 The PMP120-12-S0 passed the test  

performed according to European Standards  
EN61000-3-2, EN61000-3-3 and  
EN60601-1-2(EN55011 class B, EN61000-4-2,  
EN61000-4-3, EN61000-4-4 and EN61000-4-5, 
EN6100-4-6,EN61000-4-8, EN61000-4-11) 
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5. MECHANICAL SPECIFICATIONS :   

6. OUTPUT CABLE DRAWING :  

ICP Deutschland GmbH     |     +49(0)7121-14323-20     |     sales@icp-deutschland.de     |     www.icp-deutschland.de



4

7. LABEL :  
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