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Docking station kit 
for NB31/NB32/ND51/ND52 

■ Kensington Lock ■ Quick release locking design
and rich 1/0 ports

■ Key Lock

Docking Station Specification (NP03 - 1 OPin) 

SOFTWARE • Support Windows & Android

INTERFACE • -HDMI x 1

-USB 2.0 (type Al x 2
DC-IN Displayport 

-VGA port x 1

-Display port x 1

-Lan port x 1

-Audio MIC in x 1

-Audio line out x 1

-RS-232 *COM1 RS232 full function

USB 2.0 

*COM2 RS232 full function+RI / 5V SWITCH

DC-IN x 1

POWER SUPPLY • AC Adapter65W (19V/ 3.42A)

Battery Charger Specification (NP04 - 6Pin) 

DIMENSIONS & WEIGHT • 230.2mm x 122.3mm x 61.7mm

• 730g

INTERFACE • Battery Charger Slot x 4

• DC-IN x 1

STATUS INDICATORS • Charging indicator x 4

(3 level, 0-70%, 70-95%, 95-100%)

• Power indicator x 1

BATTERY • ND51/52: 4.2V / Full charge in 4.5 hours

• NB31/32: 4.2V / Full charge in 5.0 hours

POWER SUPPLY • AC Adapter 120W (19.5V / 6.15A)

DC-IN 

Charging indicator Power indicator 
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