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Display 17“  -  DM-JWS170 17,3“  -  DM-JWS173
Panel Type Industrial A grade LCD with LED backlight

Aspect Ratio 4:3 16:9

Resolution 1280x1024 1920x1080

Contrast 1000:1 1000:1

Luminance 350nit 350nit

Response time 5ms 5ms

Active Area (mm) 337.9x270.3 381.9x214.8

Display colors 16.7M(8-bit) 16.7M(8-bit)

Touch Screen 10-point capacitive touch screen

Touch Screen Surface Hardness n.a.

Touch Screen Transparency n.a.

Interface HDMI / DVI / VGA / I/O Audio / RJ45-USB for touch input

Power Input AC 110-240V / 50/60Hz

Power Consumption ≤30W

Power Standby ≤1.5W

Power Supply 12/24V auto recognition

Plug&Play DDC1/2B

Working Life 50000 hours

Operation Temperature 0°C~50°C

Storage Temperature -20°C~70°C

Operation Humidity 10%-80%

Storage Humidity 10%-90%

Metal Shell Aluminum alloy enclosure

Color Black Color

Bezel thickness 3mm bezel

IP rating IP65 for front Panel

Installation Wall Mount / Embedded / VESA / Desktop

Dimensions 414 x 345 x 63 mm 458 x 291 x 62 mm

DM-JWS170 / DM-JWS173 - 17“/17,3“ industrial Monitor


