
 

Model PPC-JWS173-I/C-J4125/8GB/128GBSSD/W10 

Beschreibung/Description Ready-to-Use Industrial Panel PC 

Artikelnummer/Part N° 146923 

 

 

 

 

 

 

 

 

Display 

Panel Type 17.3" Industrial A grade LCD with LED backlight 

Aspect Ratio 16:9 

Resolution 1920x1080 

Contrast 800:1 

Luminance 300 nit 

Response time 5ms 

Active area (mm) 383.3x211.2 

Display colors 16.7M(8-bit) 

Touch Screen 

Touch type Default with 10-point capacitive touch, support Two-finger 
Touch Control while Wearing Gloves 

Touch Screen Surface Hardness 7 Mohs 

Touch Screen Transparency 90% (±3%) 

PC Configuration 

Processor Intel® Celeron® Processor J4125, 4M Cache, up to 2.70 GHz 

Graphic Card Integrated Intel HD Graphics 

Memory 8GB industrial DDR4 SODIMM PC4-19200 pre-installed 

Storage 128GB industrial Wide-Temp mSATA TLC SSD 

Expansion Card Slot 1xMini-PCIE slot 

Audio Realtek ALG662 6 sound track audio frequency 

Network 2xRTL811E GbE 

Operating System Windows 10 IoT Enterprise 2021 LTSC Entry 

I/O Ports 1x12V-36V DC input
1xDC input 2Pin terminal
1xVGA 

1xHDMI 1.4a up to 1920 x 1200
4xUSB port 
2xRJ-45 network interface
1xAudio I/O interface
2xCOM 

Miscellaneous 

Power Input 12 VDC 

Power Consumption (Typical) 1.53A @ 12V (18.4W) 
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Power Consumption (Max) 1.8A @ 12V (21.6W)  

Operation Temperature -10 °C -55 °C 

Storage Temperature -40 °C - 85 °C 

Operation Humidity 5% - 80% 

Storage Humidity 5% - 90% 

Material Aluminum alloy enclosure 

Bezel Thickness 7mm bezel 

IP Rating IP65 True Flat Front Panel 

Color Default with Black Color 

Installation way Panel Mount / Wall Mount / VESA / Desktop 

Certification CE,FCC,ROHS 

Packaging EPE foam, carton 

Packing List 1 x PPC-JWS101-I/C-J4125/8GB/128GBSSD/W10 

4 x Panel mount bracket 
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